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ASSEMBLING AND ADJUSTING EACH 
OF SYSTEM UNITS 31-1 TO 31-4 



V 

COMBINING THE SYSTEM UNITS 
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FIXING FIRST AND SECOND COUPLING BARS 32-1 
AND 32-2 BY SCREWS 52 AND 53 
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VERIFYING SCREW TORQUES OF THE SCREWS 52 AND 53 
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CONTAINING AN OPTICAL FIBER 21 



I 

VERIFYING A CONTAINMENT STATE OF 
THE OPTICAL FIBER 21 
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FIXING A THIRD COUPLING BAR 32-3 BY SCREWS 54 
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VERIFYING SCREW TORQUES OF THE SCREWS 54 
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MOUNTING INSULATING CAPS 58 TO 60 
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VERIFYING A MOUNTING STATE OF 
THE INSULATING CAPS 58 TO 60 
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FIXING A COVER 34-1 BY SCREWS 63 
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VERIFYING SCREW TORQUES OF THE SCREWS 63 



CONTAINING AN ELECTRIC-SUPPLY LINE 22 



VERIFYING A CONTAINMENT STATE OF 
THE ELECTRIC-SUPPLY LINE 22 



FIXING A FOURTH COUPLING BAR 32-4 BY SCREWS 55 



VERIFYING SCREW TORQUES OF THE SCREWS 55 



MOUNTING INSULATING CAPS 61 



VERIFYING A MOUNTING STATE OF 
THE INSULATING CAPS 61 



FIXING A COVER 34-2 BY SCREWS 64 



VERIFYING SCREW TORQUES OF THE SCREWS 64 



INSERTING AN INSULATING CYLINDER 35 
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ASSEMBLING EACH OF SYSTEM UNITS 131-1 TO 131-4 



-220 
'221 

'222 

'223 

'224 

'225 
'226 



COMBINING THE SYSTEM UNITS 



FIXING FIRST AND SECOND COUPLING BARS 132-1 
AND 132-2 BY SCREWS 152 AND 153 



CONTAINING AN OPTICAL FIBER 121 



VERIFYING SCREW TORQUES OF THE SCREWS 152 
AND 153, AND VERIFYING A CONTAINMENT STATE OF 
THE OPTICAL FIBER 121 



FIXING THIRD AND FOURTH COUPLING BARS 132-3 
AND 132-4 BY SCREWS 154 AND 155 



CONTAINING AN ELECTRIC-SUPPLY LINE 122 
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VERIFYING SCREW TORQUES OF THE SCREWS 154 
AND 155. AND VERIFYING A CONTAINMENT STATE OF 
THE ELECTRIC-SUPPLY LINE 122 



ADJUSTING PROPERTIES AND SETTING 
ADDRESSES OF THE SYSTEM UNITS 



MOUNTING INSULATING CAPS 158 TO 161 



FIXING COVERS 200-1 TO 200-4 BY SCREWS 163 



VERIFYING A MOUNTING STATE OF THE INSULATING 
CAPS 158 TO 161, AND VERIFYING SCREW TORQUES OF 
THE SCREWS 163 



INSERTING AN INSULATING CYLINDER 135 
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